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To obtain the best performance, please read this instruction manual completely.
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Important Notice

Product Inspection upon Arrival

● Johnson Controls-Hitachi Air Conditioning North America LLC pursues a policy of continuing improvement in 
design and performance in its products. As such, Johnson Controls-Hitachi Air Conditioning North America LLC. 
reserves the right to make changes at any time without prior notice.

● Johnson Controls-Hitachi Air Conditioning North America LLC cannot anticipate every possible circumstance 
that might involve a potential hazard.

● This inverter air conditioning unit is designed for standard air conditioning applications only. Do not use this unit 
for anything other than the purposes for which it was intended.

● The installer and system specialist shall safeguard against leakage in accordance with local codes. The following 
standards may be applicable, if local regulations are not available. International Organization for Standardization: 
(ISO 5149 or European Standard, EN 378). No part of this manual may be reproduced in any way without the 
expressed written consent of Johnson Controls-Hitachi Air Conditioning North America LLC.

● This air conditioning unit will be operated and serviced in the United States of America and comes with a full 
complement of the appropriate Safety, Danger, and Caution, Warnings.

● If you have questions, please contact your distributor or contractor.

● This manual provides common descriptions, basic and advanced information to maintain and service this air 
conditioning unit which you operate as well for other models.

● This air conditioning unit has been designed for a specifi c temperature range. For optimum performance and 
long life, operate this unit within the range limits.

● This manual should be considered as a permanent part of the air conditioning equipment and should remain with 
the air conditioning equipment.

1. Upon receiving this product, inspect it for any damages incurred in transit. Claims for damage, either apparent 
or concealed, should be fi led immediately with the shipping company.

2. Check the model number, electrical characteristics (power supply, voltage, and frequency rating), and any 
accessories to determine if they agree with the purchase order.

3. The standard utilization for this unit is explained in these instructions. Use of this equipment for purposes other 
than what it designed for is not recommended.

4. Please contact your local agent or contractor as any issues involving installation, performance, or maintenance 
arise. Liability does not cover defects originating from unauthorized modifi cations performed by a customer 
without the written consent of Johnson Controls-Hitachi Air Conditioning North America LLC Performing any 
mechanical alterations on this product without the consent of the manufacturer will render your warranty null and 
void.

 

California Proposition 65

Proposition 65: This product contains chemicals known to the state of California to 
cause cancer, birth defects, and other reproductive harm. For more information, go 
to www.P65Warnings.ca.gov

WARNING!
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PRECAUTIONS DURING INSTALLATION

SAFETY PRECAUTION
●  Please read the “Safety Precaution” carefully before operating the unit to ensure correct usage of the unit.
● Pay special attention to signs of “ ! Warning” and “ ! Caution”. The “Warning” section contains matters which, if not observed strictly, 

may cause death or serious injury. The “Caution” section contains matters which may result in serious consequences if not observed prop-
erly. Please observe all instructions strictly to ensure safety.

●  The sign indicate the following meanings.

●  Please keep this manual after reading.

WARNING

PRECAUTIONS DURING INSTALLATION
● Do not reconstruct the unit.
 Water leakage, fault, short circuit or fi re may occur if you reconstruct the unit by yourself.
● Please ask your sales agent or qualifi ed technician for the installation of your unit. Water leakage, short circuit or 

fi re may occur if you install the unit by yourself.

● Please use earth line.
 Do not place the earth line near water or gas pipes, lightning-conductor, or the earth line of telephone. Improper 

installation of earth line may cause electric shock.

● Be sure to use the specifi ed piping set for R32. Otherwise, this may result in broken copper pipes or faults.

● Do not use refrigerant other than the one indicated on the outdoor unit (R32) when installing, moving or repairing.
 Using other refrigerants may cause trouble or damage to the unit, and personal injury.

● A circuit breaker should be installed depending on the mounting site of the unit. Without a circuit breaker, the danger 
of electric shock exists.

● Do not install near location where there is fl ammable gas. The outdoor unit may catch fi re if fl ammable gas leaks 
around it.

● Please ensure smooth fl ow of water when installing the drain hose.

● Do not install the indoor unit in a machine shop, kitchen and laundry rooms when vapor from oil or its mist fl ows 
to the indoor unit. The oil will deposit on the heat exchanger, thereby reducing the indoor unit performance and 
may deform and in the worst case, break the plastic parts of the indoor unit.

CAUTION

The sign in the fi gure indicates prohibition.Make sure to connect earth line.

Indicates the instructions that must be followed.

This symbol shows that this equipment uses a fl ammable refrigerant.
If the refrigerant is leaked, together with an external ignition source, there is a possibility of ignition.

This symbol shows that the Operation Instructions should be read carefully.

This symbol shows that a service personnel should be handling this equipment with reference to the Installation Manual.

This symbol shows that there is information included in the Operation Manual and/or Installation Manual

WARNING

CAUTION

CAUTION

CAUTION

PRECAUTIONS DURING SHIFTING OR MAINTENANCE
● Should abnormal situation arises (like burning smell), please stop operating the unit and turn off the circuit breaker. Contact 

your agent. Fault, short circuit or fi re may occur if you continue to operate the unit under abnormal situation.

● Please contact your agent for maintenance. Improper self maintenance may cause electric shock and fi re.

● Please contact your agent if you need to remove and reinstall the unit. Electric shock or fi re may occur if you remove and reinstall the unit 
yourself improperly.

● If the supply cord is damaged, it must be replaced by the special cord obtainable at authorized service/parts centers.

● If the air conditioner is not cool, one possible cause could be due to refrigerant leakage, so consult your dealer. 
 The refrigerant gas used in the air conditioner is harmless. But if refrigerant gas leaks into the room, harmful products are generated when 

in contact with fi re from appliances such as a stove heater. 
 When there is refrigerant gas accumulation in the room, immediately stop the air conditioner. Open the windows for ventilation and contact 

your agent.
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PRECAUTIONS DURING OPERATION

W
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G ● Spray cans and other combustibles should not be located within a meter of the air outlets of both indoor and outdoor units.

 As a spray can’s internal pressure can be increased by hot air, a rupture may result.

!
●  Avoid an extended period of direct air fl ow for your health.

●  Do not insert a fi nger, a rod or other objects into the air outlet or inlet. As the fan is rotating at a high speed, it will cause 
injury. Before cleaning, be sure to stop the operation and turn the breaker OFF.

● Do not use any conductor as fuse wire, this could cause fatal accident.

● During thunder storm, disconnect and turn off the circuit breaker.
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PRECAUTIONS DURING OPERATION

● Do not attempt to operate the unit with wet hands, this could cause fatal 
accident.

● When operating the unit with burning equipments, regularly ventilate the 
room to avoid oxygen insuffi ciency.

● Do not direct the cool air coming out from the air-conditioner panel to face 
household heating apparatus as this may affect the working of apparatus 
such as the electric kettle, oven etc.

● Do not use any aerosol or hair sprays near the indoor unit. This chemical
 can adhere on heat exchanger fi n and blocked the evaporation water fl ow
 to drain pan. The water will drop on tangential fan and cause water splashing 

out from indoor unit.

● Please ensure that outdoor mounting frame is always stable, fi rm and 
without defect. If not, the outdoor unit may collapse and cause danger.

● Do not splash or direct water to the body of the unit when cleaning it as 
this may cause short circuit. 

● When operating the unit with the door and windows opened, (the room humidity is always above 80%) and 
with the air defl ector facing down or moving automatically for a long period of time, water will condense on 
the air defl ector and drips down occasionally. This will wet your furniture. Therefore, do not operate under 
such condition for a long time.

● If the amount of heat in the room is above the cooling or heating capability of the unit (for  example: more 
people entering the room, using heating equipments and etc.), the preset room temperature cannot be 
achieved.

● This appliance can be used by children aged from 8 years and above and persons with reduced physical, 
sensory or mental capabilities or lack of experience and knowledge if they have been given supervision or 
instruction concerning use of the appliance in a safe way and understand the hazards involved.

 Children shall not play with the appliance. Cleaning and user maintenance shall not be made by children 
without supervision.

● Do not climb on the outdoor unit or put objects on it.

● Please switch off the unit and turn off the circuit breaker during cleaning, 
the high-speed fan inside the unit may cause danger.

● Turn off the circuit breaker if the unit is not to be operated for a long period.

C
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● The product shall be operated under the manufacturer specifi cation and 
not for any other intended use.

● Do not put water container (like vase) on the indoor unit to avoid water 
dripping into the unit. Dripping water will damage the insulator inside the 
unit and causes short-circuit.

● Do not place plants directly under the air fl ow as it is bad for the plants.

!
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RAK-DJ18PHAA 37-13/32" (950) 11-18/32" (294) 9-2/32" (230)

Operation Range

Operation mode

Outdoor temperature

Cooling/Dehumidifying Heating

Indoor Unit

Names and Functions of Each Part

Pre-fi lter
To prevent dust from coming into the indoor unit.
(Refer page 11)

Front panel
(Refer page 12)

Indoor unit indicators
Light indicator showing the operating condition.
(Refer page 6)

Horizontal defl ector, Vertical defl ector 
(Air Outlet) 

Remote controller
Send out operation signal to the indoor unit. So 
as to operate the whole unit.

MODEL

Model Name and Dimensions

WIDTH in(mm) HEIGHT in(mm) DEPTH in(mm)

-0.4°F (-18°C) to 114.8°F (46°C) -5°F (-20.55°C) to 75.2°F (24°C)
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INDOOR UNIT INDICATIONS

NAMES AND FUNCTIONS OF EACH PART

Operation Lamp (Yellow)
This lamp lights during operation. 

Temporary Switch
Use this switch to start and stop when the remote controller 
does not work.
● By pressing the temporary switch, the operation is done 

in automatic mode.
● When the operation is done using the temporary switch 

after the power source is turned off and turn on again, 
the operation is done in automatic mode.

✩ If the power stays on and the unit is not operated, power is slightly consumed in the control 
circuit. The power is saved by turning off the power switch (or the circuit breaker when the power 
is supplied from the outdoor unit).

Clean Function Lamp (Green) 
This lamp uses for FrostWash, 
Mold Guard, Filter Sign.

Timer Lamp (Orange)
This lamp lights when the timer 
is working.

Wi-Fi Lamp (Blue)
Optional

! CAUTION
Turn off the circuit breaker if the 
unit is not be operated for a long 
period.

INFORMATION

Capabilities Cooling and Dehumidifying Capabilities
● If the heat present in a room exceeds the unit’s 

cooling capacity (for example, if there are many 
people in the room or other heating appliances 
are used), the preset room temperature may not 
be reached.

● For the refrigerant charge information, please refer to 
the outdoor unit installation manual or specifi cation 
label.

Refrigerant Information

CAUTION
Do not use a stove or any other high temperature 
devices in proximity to the indoor unit.

PROHIBITION
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Names and Functions of Remote Controller

■ This remote controller controls the operation function and timer setting of the room air conditioner. The 
operating range of the remote controller is about 7 meters. If indoor lighting is controlled electronically, 
the range of control may be shorter.

Precautions for Use
● Do not put the remote controller under direct sunlight and high temperature.
● Do not drop it on the fl oor, and protect it from water.
● If you press the Mode button during operation, the air conditioner may stop for about 3 minutes for 

protection before you can start it again.

Backlight function
● Backlight is to see the LCD readings in the dark.
● On pressing any key, the LCD panel lights up for a period of approx. 10 seconds. After approx. 10 

seconds the light automatically switches off.
● The function is independent of all other functions of the air conditioner.
● The backlight color is white.

Mode Selector Button
 Use this button to select the 
operation mode. Every time you 
press this button, the mode will 

change from (Heat) ➞ (Auto) 

➞ (Cool) ➞ (Dry) ➞

(Fan) cyclically. 

GoodSleep Button

Invalid Operation Sign
Shown at invalid setting or operation

Transmission Sign
The transmission sign blinks
when a signal has been sent.

On/Off Button 
Press this button to start 
operation. 
Press it again to stop operation.  

TEMPERATURE Button 
Room temperature setting. 
Value will change quicker when 
you keep pressing. 

FAN SPEED Button 
Select the fan speed.  

UP/DOWN Button 
Controls the angle of the 
horizontal air defl ector.
( Page 15)

Off Mode Sign

SILENT Button 

RESET Button

FrostWash Button

Filter Sign Reset Button

LeaveHome Button

Eco Button
Use this button to set the 
Eco mode.

On Timer Button
Select the turn ON time.

Off Timer Button
Select the turn OFF time.

Signal Transmission

My Mode Button

Powerful Button
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